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Abstract—This paper investigates the use of reconfigurable 

memory for fast network packet processing. It is proposed 

that this is achieved with the addition of logic to the memory 

that allows direct access to non byte- or word-aligned fields 

found in various packet header formats. The proposed 

packet header parsing hardware is made flexible by the use 

of FPGA re-configurability and is capable to provide single-

cycle access to different-sized packet header fields, placed in 

the on-chip memory. The paper elaborates how this solution 

results with much faster packet processing and significant 

improvement of the overall network processing throughput. 

I. INTRODUCTION 

Considering the great expansion of packet-switch 
networks, followed by the huge increase of network 
traffic, it is expected that Internet throughput will increase 
to 1 Tb/s very soon, [1]. As technology advances, network 
connection links are gaining higher capacities, and 
consequently, networking hardware experiences many 
difficulties to timely satisfy the link requests for 
bandwidth, throughput, speed, and delays.  

Assuming that the networking devices (like routers) 
remain the bottleneck for communication in networks, the 
design of fast network processing hardware is still an 
attractive and ongoing field of research. The most 
common network processing hardware that is optimized 
for packet data processing at wire rates is known as 
network processor, [2]. Network processors are defined as 
chip-programmable devices, which are responsible to 
perform several network processing operations, including: 
header parsing, pattern matching, bit-field manipulation, 
table look-ups, packet modification, and data movement. 

 Currently there is a wide range of network processor 
architectures, [3] - [5], each using many processing 
engines (PE), hardware assistance (co-processors, 
functional units), various parallelization techniques, 
adjusted memory architectures and interconnection 
mechanisms. Over the last few years many companies 
have developed their own network processors, so many 
different network processor architectures have been 
applied. Furthermore, many novel approaches, such as the 
NetFPGA architecture, [6], or software routers, [7] are 
constantly emerging. 

The most popular network processors, which are in use 
today, include one or many homo- or heterogeneous 
processing cores that operate in parallel. For example, 
Intel's IXP2800 processor, [8], consists of 16 identical 
multi-threaded general-purpose RISC processors 
organized as a pool of parallel homogenous processing 

cores that can be easily programmed with great flexibility 
towards ever-changing services and protocols. 
Furthermore, EZChip has introduced the first network 
processor with 100 ARM cache-coherent programmable 
processor cores, [9], that is by far the largest 64-bit ARM 
processor yet announced. Along with the general-purpose 
ARM cores, this novel chip also include a mesh core 
interconnect architecture that provides a lot of bandwidth, 
low latency and high linear scalability. 

The discussed network processors proof that most of 
the network processing is basically performed by general-
purpose RISC-based processing cores as a cheaper but 
slower solution, combined with custom-tailored hardware 
that is more expensive but also more energy-efficient and 
faster. If network packet processing is analyzed on 
general-purpose processing cores then it can be easily 
concluded that a significant part of processor cycles is 
spent on packet header field access, especially when the 
packet header fields are non byte- or word-aligned. In 
such case, some bit-wise logical and arithmetic operations 
are needed in order to extract the field's value from the 
packet header. 

Network interfaces usually copy packets to a shared 
memory buffer that is available for further processing by 
the processor. This buffer may be upgraded with dedicated 
hardware to perform the field extraction operations 
directly on its output, before forwarding them to the 
processor. The general idea of this approach is to replace 
the bit-wise logical and arithmetic operations by a special 
hardware logic that will extract the packet header fields 
from the on-chip memory and provide them to the 
processor. This logic is called “Direct Field Access–DFA” 
module in this paper. The result of using the DFA 
hardware should be a single-cycle memory access to these 
non byte- or word- aligned packet header fields. 

The DFA logic is simple to design, provided there is a 
specific packet header format, however the complexity 
would increase significantly when access for several 
different header formats is needed at once. Also, if the 
DFA is manufactured as an ASIC it cannot be reused for 
other header formats. Therefore, in order to overcome 
these problems, we investigate the possibilities for 
reconfigurable hardware platforms such as FPGA boards, 
[10]. These are a very suitable solution for implementation 
of header access logic, especially because they create a 
good compromise between performance, price and re-
configurability. 
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The rest of this paper is organized as follows: Section II 
gives an overview of various networking hardware and 
software solutions used to speed-up network processing 
and discusses several proposals that are intended to 
simplify packet header parsing. Sections III describes the 
proposed DFA logic and explains its ability to allow 
single-cycle memory access to non byte- or word- aligned 
packet header fields. Furthermore, this section presents 
more details about the operation of the proposed DFA 
logic and gives a description of its look-up table that is 
used for header field selection. After that, Sections IV 
proves that the proposed DFA hardware module speeds-
up network packet processing, by simplifying the access 
to packet header fields. Section V concludes the paper. 
The conclusion outlines the benefits of the proposed 
solutions and emphasizes the intended future work. 

II. CURRENT STATE 

Given the widespread use of network technologies, it is 
expected that packet parsing, [11], is subject to a vast 
amount of research. With the ever increasing network link 
speeds, most research is focused on hardware acceleration 
for achieving suitable processing speeds [12]. This is 
usually done by combining application-specific 
coprocessors with general-purpose multiprocessor 
systems, or reconfigurable FPGA platforms.  

Network processors are an important part of various 
network equipment devices, including routers, switches, 
firewalls or IDS (Intrusion detection systems). Their 
development starts in the late 1990s when network 
devices were insufficient to handle complex network 
processing requirements, [3]. Generally, network 
processors are used to perform fast packet forwarding in 
the data plane, while the slow control plane packet 
processing is mostly handled by a general purpose 
processor.  

Network processor operation begins with the receipt of 
an input stream of data packets. After that, the headers of 
the received packets are inspected and its content is 
analyzed, parsed and modified. During the packet 
processing some additional hardware units may be 
involved in order to perform some specialized tasks such 
as classification of packets, lookup and pattern matching, 
forwarding, queue management and traffic control, [4]. 
After the completion of all the required operations, the 
network processing is finished and the packet is sent out 
through the switching fabric to the appropriate outbound 
port of the networking device. 

According to [13], the packet processing can be speed-
up if the most time–consuming network processing 
operations are simplified, and some appropriate choices of 
the routing protocol functionalities are made. Therefore, 
many different approaches have been proposed, including 
the label concept to accelerate the look-up operations and 
utilization of special hardware functional units to perform 
some very slow operations, like CRC calculation. 
Additionally, several algorithms for faster table lookup 
algorithms have been also proposed in [14] and [15]. 
Moreover, the authors of [13] suggest an approach that 
avoids the slow table lookup operations during the packet 
processing, by using the source routing option of the IP 
protocol. 

 

In general, network processing software is getting 
closer to the network processing hardware, such as in [16] 
where part of the packet processing tasks such as 
classification or security are offloaded to application-
specific coprocessors which are used and controlled by the 
software. In this way, the coprocessor hardware handles 
the heavy part of the packet processing, at the same time 
leaving more complex and specific network traffic 
analyses to the general-purpose processor. As follows, a 
flexible network processing system with high throughput 
can be build. Some researchers also try to unify the view 
on the various network hardware systems, as well as their 
network offloading coprocessors, by developing a 
common abstraction layer for network software 
development, [17].  

Other approaches make big use of FPGA technology 
for packet parsing, as it is very suitable for 
implementation of pipeline architectures and thus ideal for 
achieving high-speed network stream processing, [18]. 
Additionally, the reconfigurable FPGA boards can be used 
to design flexible multiprocessing systems that adjust 
themselves to the current packet traffic protocols and 
characteristics. This approach is given in [19], where the 
authors propose use of PP as a simple high-level language 
for describing packet parsing algorithms in an 
implementation-independent manner. Similarly, in [20], a 
special descriptive language PX is used to describe the 
kind of network processing that is needed in a system, and 
then a special tool generates the whole multiprocessor 
system as an RTL description. Afterwards, the system 
may be run on an FPGA platform, and may be 
dynamically reconfigured. 

III. DESIGN OF DIRECT FIELD ACCESS LOGIC 

The general idea of this paper is to use FPGA re-
configurability for the purpose of a flexible packet parsing 
hardware. This means that the appropriate parsing 
hardware can be extended and generated for various 
packet formats. The proposed DFA hardware would allow 
a single cycle access to header fields, and even though this 
circuit complexity decreases the operating frequency of a 
circuit, it could also mean decreased power consumption. 
Therefore it is a promising direction for a further research 
in the field of packet parsing. The topic is focused on the 
network processing hardware but it has implications on 
computer networks at all, because the acceleration that is 
involved with the proposed DFA module would cause 
further increase of the overall network throughput. 

The proposed DFA hardware would speed up packet 
processing by allowing same access time for a packet 
header field as the access to any random memory word, 
even when it is not byte- or word- aligned. In order to 
achieve single-cycle access, part of the memory address 
space is specially tailored to address the packet header 
fields. When such address is input in the DFA module it 
selects the corresponding word from memory, and 
afterwards depending on the field, the word is processed 
in order to extract it. This may include shifting the word 
and/or modification of its bits. A scheme of the proposed 
logic is presented in Fig.1. 
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Figure 1.  Schematic of Direct Field Access - DFA logic 

 

IPv4 Header  

IPv4 Header @0000100000001000  

version 4 

headerLength 4  

typeofService 8 

firstwordfirstHalf 16      // used for IP checksum  

totalLength 16  

identifier 16  

flags 3 

fragmentOffset 13 

secondwordsecondHalf 16  // used for IP checksum  

timetoLive 8 

protocol 8 

thirdwordfirstHalf 16      // used for IP checksum 

headerChecksum 16 
 

IPv6 Header 

IPv6 Header @0000110000000000 

version 4 

trafficClass 8  

flowLabel 20  

payloadLength 16  

nextHeader 8  

hopLimit 8 
 

Figure 2.  Example of IPv4 and IPv6 header description 

 
 

The DFA logic is designed so that it assumes that a 
packet with a specific header format is located in a fixed 
area of the memory. The packet header format should be 
presented in a textual format as shown in the example for 
the IPv4 and IPv6 protocol in Fig. 2. In the given header 
descriptions the first line defines the name of the header 
and its location in memory. Each following line contains 
the definition of a single field. The first column gives the 
name, whereas the second column gives its size in bits. 
The fields are defined in the order that they appear in the 
header. 

The packet header starting address that is given in the 
header description is placed in a specific base address unit 
in the DFA logic. In addition to that, the input memory 
address for the specific field is translated into a field offset 
by the lookup table (LUT), as given in Table 1. The field 
offset represents a word-aligned offset to the starting 
header packet address, which points to the location where 
the given packet header field is placed. This means that if 
the length of a specific field is smaller than the memory 
word length, then the closest word-aligned offset is 
selected and put in the LUT table.  

TABLE I.   
LOOK UP TABLE IN DFA LOGIC 

MemoryAddress for specific field Word-aligned Field Offset 

0000h (IPv4 version) 0000h (first word) 

0001h (IPv4 headerLength) 0000h (first word) 

0002h (IPv4 typeofService) 0000h (first word) 

0003h (IPv4 firstwordfirstHalf) 0000h (first word) 

0004h (IPv4 totalLength) 0000h (first word) 

0005h (IPv4 identifier) 0001h (second word) 

0006h (IPv4 flags) 0001h (second word) 

0007h (IPv4 fragmentOffset) 0001h (second word) 

0008h (IPv4 secondwordsecondHalf) 0001h (second word) 

0009h (IPv4 timetoLive) 0002h (third word) 

000Ah (IPv4 protocol) 0002h (third word) 

000Bh (IPv4 thirdwordfirstHalf) 0002h (third word) 

000Ch (IPv4 headerChecksum) 0002h (third word) 

000Dh (IPv6 version) 0000h (first word) 

000Eh (IPv6 trafficClass) 0000h (first word) 

000Fh (IPv6 flowLabel) 0000h (first word) 

0010h (IPv6 payloadLength) 0001h (second word) 

0011h (IPv6 nextHeader) 0001h (second word) 

0012h (IPv6 hopLimit) 0001h (second word) 
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MIPS MIPS with DFA 

mov r0, #0  

mov r1, #0 --Set Base Register 

lw r2, header IPv4 [r1] la t0, headerIPv4 

  
--Version --Version 
and r3, r2, 15 mov r3, h0 
-- Header Length -- Header Length 

srl r4, r2, 4 mov r4, h1 

and r4, r4, 15  
--Type of Service --Type of Service 

srl r5, r2, 8 mov r5, h2 

and r5, r5, 255  
--First Word First Half --First Word First Half 
and r6, r2, 65535 mov r6, h3 
--Total Length --Total Length 
srl r7, r2, 16 mov r7, h4 

  

mov r1, #4  

mov r2, header IPv4 [r1]  

  
--Identifier --Identifier 
and r8, r2, 65535 mov r8, h5 
--Flags --Flags 

srl r9, r2, 16 mov r9, h6 

and r9, r9, 7  

--Fragment Offset --Fragment Offset 

srl r10, r2, 19 mov r10, h7 

--Second Word Second Half --Second Word Second Half 

srl r11, r2, 16 mov r11, h8 

  

mov r1, #8  

mov r2, header IPv4 [r1]  

  

--Time to Live --Time to Live 

and r12, r2, 255 mov r12, h9 

--Protocol --Protocol 

srl r13, r2, 8 mov r13, h10 

and r13, r13, 255  

-- Third Word First Half -- Third Word First Half 

and r14, r2, 65535 mov r14, h11 

--Header Checksum --Header Checksum 

srl r15, r2, 16 mov r15, h12 
 

Figure 3.  Comparison for an IPv4 packet header parsing with and 

without DFA 

 

The address of the memory word that holds the required 
packet header field is calculated by adding the field offset 
to the packet header starting address. Once the word is 
selected, it is read from the memory and then forwarded to 
the field processing units. Each field processing is 
separated into a field logic (FL) block that is activated by 
the output enable (OE) signal connected to a decoder 
output. The decoder is also driven by part of the input 
memory address, causing only one of the FL units to be 
selected at a given moment. Each FL block is responsible 
to perform some bit-wise and/or shifting operations in 
order to extract and then zero-extend the appropriate 
header field.  

The presented DFA schematic shows the hardware that 
is needed to read out a single header field from memory, 
but the same concept is used for writing directly to the 
header field in memory as well. In the case when a header 
field is word-aligned, then its FL block is empty and the 
word is directly forwarded from memory to the module 
output. The given approach of direct access to header 
fields obviously brings much faster packet processing in 
comparison with the bare general-purpose processing, 
used by nearly all network processors.  

The proposed DFA logic was described in VHDL, by 
means of Xilinx VIVADO Design Suite tool. This 
software environment includes a simulator for performing 
functional analysis of VHDL models, and several other 
tools for hardware synthesis and FPGA implementation. 
The FPGA technology is utterly suitable for research 
purposes, due to its advantage in terms of speed, cost, 
flexibility and ease of re-programmability, [10]. 
Therefore, for the FPGA implementation of the proposed 
DFA logic, we make use of Virtex7 VC709 evaluation 
platform.   

IV. COMPARISON OF PACKET PROCESSING 

In order to justify the improvements that can be 
achieved with the proposed DFA logic while processing 
IPv4 and IPv6 packet headers, a comparison between 
RISC-based general-purpose processor with and without 
DFA logic is made. Detailed description of the used MIPS 
architecture is given by David A. Patterson and John L. 
Hennessy in [21]. In our approach, we are augmenting the 
original MIPS processor by adding DFA logic to its on-
chip memory, which is responsible to store IP packet 
headers. After that, we are comparing the packet header 
parsing speed of our proposal with a bare MIPS processor.  

Fig. 3 gives a comparison between a MIPS assembler 
program that processes an IPv4 packet header, with and 
without the DFA logic. The program consists of reading 
out the version, header length, type of service, total length, 
identifier, flags, fragment offset, time to live, protocol and 
header checksum fields from the packet header into 
registers. Besides that, some extra fields (like first word 
first half, second word second half and third word first 
half) are also defined and loaded into the registers in order 
to simplify the IPv4 header checksum calculation. The 
fields extraction basically involves bit-wise logical and 
shifting operations. The MIPS architecture allows right 
and left arithmetical and logical shifts, specified as a 
constant in the instruction if it is 5-bit in length. In the 
case of larger shift counts, the number should be specified 
in another register, which means one additional 
instruction. 

The left side of Fig. 3 shows the pure MIPS 
implementation of the IPv4 header field access. The r0 
register is used as a zero-value register, whereas the r1 is 
used as a pointer for the header fields. The register r2 
holds the value read from memory and is used to further 
extract every IPv4 header field into registers r3-r15 
correspondingly. In the case of the Version field, only 
logical AND operation is needed in order to set all fields 
to zero, except the last 4 which hold the field value. The 
Header length field on the other hand needs to be shifted 
first. After that an AND instruction is used to select the 
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MIPS MIPS with DFA 

mov r0, #0  

mov r1, #0 --Set Base Register 

mov r2, headerIPv6[r1] la t0, headerIPv6 

  

--Version --Version 
and r3, r2, 15 mov r3, h13 
--Traffic Class --Traffic Class 
srl r4, r2, 4 mov r4, h14 
and r4, r4, 255  

--Flow Label --Flow Label 
srl r5, r2, 12 mov r5, h15 

  

mov r1, #4  
mov r2, headerIPv6[r1]  

  

--Payload Length --Payload Length 
and r6, r2, 65535 mov r6, h16 
--Next Header --Next Header 
srl r7, r2, 16 mov r7, h17 
and r7, r7, 255  

--Hop Limit --Hop Limit 
srl r8, r2, 24 mov r8, h18 

 

Figure 4.  Comparison for an IPv6 packet header parsing with and 

without DFA 

 

last four bits of the shifted word and thus to extract the 
header length value. All the other fields are also retrieved 
by the use of shifting and the logical AND instruction. 

The right side of Fig. 3 shows the equivalent program if 
DFA logic were used. The directly accessed fields are 
addressed in the assembler by using mnemonics starting 
with the letter 'h' followed by the number of the field as 
specified in the header description file. In this case, only 
one instruction is needed to read out a header field directly 
into a register. As it can be seen from Fig. 3, the number 
of instructions needed to load all fields from the IPv4 
header is 24 when no DFA logic is used, whereas the 
number of instructions is decreased to 14 when DFA is 
used. This amounts to around 40% decrease in instruction 
count for a per IPv4 packet parsing.  

Fig. 4 gives a comparison between a MIPS assembler 
program that processes an IPv6 packet header, with and 
without the DFA logic. The program consists of reading 
out the version, traffic class, flow label, payload length, 
next header and the hop limit from the packet header into 
registers. This assembler program is very similar to the 
one related to IPv4 header parsing and also consists of bit-
wise logical and shifting operations. Actually, the number 
of instructions needed to load all fields from the IPv6 
header is 13 when no DFA logic is used, whereas the 
number of instructions is decreased to 7 when DFA is 
used. This amounts to around 45% decrease in instruction 
count for a per IPv6 packet parsing. Depending on 
processor characteristics this may bring significant 
improvement in packet processing performance. 

V. CONCLUSION 

This paper proposes a DFA module that allows single- 
cycle memory access for non byte- or word- aligned fields 
in various packet header formats. This approach 
introduces speed-up in packet processing in both general-
purpose and application-specific processor architectures, 
as header field access is a very frequent operation in 
network processing. In fact it was shown that a MIPS 
processor that is extended with DFA logic can provide 
40/45% faster header parsing of IPv4/IPv6 packets, in 
comparison with a bare MIPS processor.  

Future work includes comparison of hardware 
complexities for various header formats and justification 
of the additional hardware over the performance 
improvement. It is obvious that further modifications 
would require extensions of the look up table and 
definition of novel field logic blocks in the DFA logic. 

Additionally, the possibility to generate DFA modules 
for specific packet headers, and reconfigure the system to 
start using them, whenever there is a need for a new 
networking protocol, is very attractive. This approach 
makes use of FPGA re-configurability, which has proven 
itself as an ideal technology for achieving fast enough 
speed, at low price. 
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